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Hu. the fireplace the building industry has 
been waiting for—the revolutionary new, prefabricated 
Uni-bilt Fireplace. It is not an imitation, not an open 
stove, but a full size, wood-burning fireplace complete 
with its own chimney. 


Incorporating the latest principles of fireplace and 
chimney design, it becomes an integral part of the house 
itself. By eliminating the high cost of masonry con- 
struction, it brings the charm of the open fireplace 
within the reach of even the most modest homes. 


Quickly and Easily Installed 


Never before has it been possible to install a real 
fireplace and chimney so easily and economically. There 
is no masonry required—no high-priced labor needed. 
Costly fireplace foundations become a thing of the past 
as do annoying chimney construction delays due to un- 
favorable weather conditions. Even more important, the 
correct operation of the fireplace is assured because it 
is scientifically engineered. 


The complete Uni-bilt Fire- 
place and chimney can be installed 
by semi-skilled workmen in from 4 
to 6 manhours. The fireplace simply 
bolts to the studding—either flush 
to the wall or recessed inte it. The 
chimney sections are then extended 
through the roof and the chimney 
housing flashed in place. No reinforcing of floors or 
walls is necessary, no special tools are required. Since 
the fireplace is complete in itself, it does not have to be 
enclosed in a mantel or surrounded with expensive fin- 
ishing material. 





Complete from Hearth to Chimney Top 


The high-temperature ceramic firebox of the Uni- 
bilt Fireplace is supported on a cantilevered hearth and 
enclosed in a decorative outer casing. Scientifically con- 
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structed baffles and insulation barriers between the fire- 
box and the casing insure safe temperatures on all outer 
surfaces. Even under severe firing conditions these sur- 
faces never become more than slightly warm to the 
touch. 


The chimney of the Uni- 
bilt Fireplace is equally well 
protected. Its multiple-wall 
construction maintains safe 
chimney temperatures by cir- 
culating cool outdoor air over 
the entire length of the flue. 
Above the roof, a well-designed 
chimney housing completes the 
installation. 








The counter-balanced damper is built into the fire- 
place hood and has a chain control conveniently ted 
at one side of the firebox. An attractive flexible screen 
is furnished as standard equipment with a specially de- 
signed fireplace grate optional if desired. 


Approved by Underwriters’ Laboratories 


The Uni-bilt Fireplace has been subjected to ex- 
haustive safety and operating tests by the Underwriters’ 
Laboratories. As a result of these tests, both the fire- 
place and its chimney have been approved for zero clear- 
ance installation against any surface regardless of 
whether it is combustible or not. In other words, they 
can be installed directly against any normal wall, floor, 
ceiling or roof material with complete safety. 


Styled for Any Room 


An outstanding feature of the Uni-bilt decorator 
design is its adaptability to any style of architecture or 
room decoration. When painted to harmonize with the 
decorative scheme, it becomes an integral part of the 
room itself. Its beauty is further highlighted by the rich 
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satin finish of the stainless steel trim and the flexible 
mesh of the built-in fireplace screen. 


The fireplace is also so compact that it takes up 
very little space within the room. Since the hearth is 
raised, practically no floor area is required. While it will 
burn 27” logs, the graceful receding lines of the hearth 
and hood reduce the visual size of the fireplace to a 
minimum. It is this modern styling that makes the 
Uni-bilt Fireplace adaptable for the den, library, recrea- 
tion room, kitchen or bedroom, as well as the living room. 


Ideal for Existing Homes 


No longer do owners of homes without fireplaces 
have to be satisfied with unsightly imitations or cheaply 
built open stoves. They can now add a real fireplace with- 
out the prohibitive costs of major structural changes, 
e sive masonry or extensive redecoration. In most 
homes the Uni-bilt Fireplace is quickly attached to an 
existing wall, the chimney run through the ceiling and 
roof and the job is done with little mess or inconvenience. 


Built for Lifetime Service 
The Uni-bilt Fireplace is built to last as long as the 
house, with practically no maintenance care. Only the 
exterior chimney housing need be painted occasionally 
for weather protection. 


From every viewpoint 
the Uni-bilt Fireplace is an 
investment that pays big 
dividends. For the home- 
owner it means greater liv- 
ing comfort and higher 
property values. For the 
builder it provides a low cost prestige feature that in- 
creases the saleability of every home he builds. 


Additional information or planning assistance will 
be furnished on request. Vega Industries, Inc., Uni-bilt 
Division, Syracuse 5, New York. 


® 
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Uni-bilt Fireplace Specifications 








Description Fireplace Accessories 
The Uni-bilt Fireplace consists of three major parts: (1) FIREPLACE GRATE 
the fireplace section, (2) the intermediate chimney section in Specially designed fireplace: 
2 ft. and 3 ft. lengths, and (3) the exterior chimney housing. grate raises the fire off the 
Both fireplace and chim- hearth for better draft— 
ney housing are stand- holds the fuel together for 
ard for all installations. more even burning. Heavy 


The number of chimney __ welded steel bar construction assures maximum service. Width 
sections will vary with 2114”. Depth 12”. Weight 19 pounds. 


Perey Neehk: FIRE TOOL SET—Smartly styled shovel and 

Allpartsarepackaged poker set is designed to compliment the Uni-bilt 
in convenient size car- Fireplace. Tools hang conveniently at side of 
tonsforshippingprotec- fireplace—ready for use. Mounting bracket is 
CHIMNEY HOUSING—The exterior chimney tion and easy handling. easily attached to fireplace with two screws. 
housing of the Uni-bilt Fireplace blends 7,2 [yi-bilt Fireplace Permanent satin-black finish—finest construc- 
i ee ye eens oF Sy tee comes to the job com-_ tion. Length—shovel 22%”, poker 24”. Weight 


roof maferial. lt is easily fiashed fo the : 
roof and can be painted to match house. Plete—ready to install. 4 pounds. 





General Installation Information 


eats B Table | — Determining correct fireplace for various 1. The fireplace should be located at 
chimney heights. i + wie 


least 4 feet away from any projecting 
wall. 






Chimney Sections 


3ft. «2 Ft. 2. No clearance is necessary between 

































aR Igy the back of the fireplace and the wall. 
Not over 8 —11 1 0 
5-211 9’— 0” to 10’— 9” 1 1 3. No masonry is required. No founda- 
5-220 10-10" to 11:9” 2 0 tion is needed under the fireplace. 
5-312 11-10” to 12’— 7” 1 2 Floors or walls do not have to be re- | 
5-321 12 8% to13'— 7" 2 1 inforced. 
5-330 1s 8 i014 7. 3 0 4, The height from the floor on which 
5-422 ar a to Laie sie 2 2 the fireplace rests to the peak of the 
5-431 TSO ao AG 59. 3 1 roof should not exceed 24 feet. 
5-440 16— 6 tol7— 5 4 0 
5-532 17 —-6"40.18'— "3" 3 4 5. The Uni-bilt Fireplace can be used 
5-541 18’— 4” t0 19'— 3” 4 1 only with its own chimney, which must 
x 5-550 19’— 4” to 20’— 3” 5 0 extend straight up without angles or 
$ 5-642 20'— 4” to 21’'— 1” 4 " bends. It cannot be connected to any 
5-651 21'— 2” to 22’— 1” 5 1 other flue. 
kK 5-660 22’— 2” to 23’— 1” 6 0 Fireplace Dimensions 
: 5-752 O8C P4624" 9” 5 2 fb 143" 4 b ray" 
nN 


















Table 11 — Indicates the Dimension B x 
maximum horizontal dis- (maximum) . 
tance (dimension B) that imi 
the Uni-bilt chimney can ~ 
be located away from ie ve 
the peak of the roof and Ke ¢ 2a — 
still extend the required aM t 
24” above the peak. Note _~ 
that this distance varies ne oy 
with the roof pitch. i : = 
ask 
"FORSHAW” ee om 
Of St. Louis FORSHAW OF ST. LOUIS, ENC 
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POTD or Printed in U.S.A: | 


VEGA INDUSTRIES, INC., Uni-bilt Division SYRACUSE 5, N. Y. 








2/1/58 
"FORSHAW" of St. Louis ¢ 4m 


Downtown West Side 
110 South 12th St. 625 S Lindbergh at Conway 
CH 1-204. WY 3-5570 


UNI-BILT FIREPLACE PRICE LIST 





Model No. Floor to Roof Peak Weight Net List 
Dimension A) Lbs. Price * —— 
5-110 Not over 8'11" 608 $ 264.75 $ 362.00 
5-211 9'0" to 10'9" 628 274.95 376.00 
5-220 10'10" to 11'9" 636 277.90 380.00 
5-312 YL 'I0" te -32°7" 648 285.20 390.00 
5-321 1216": te i3'7* 656 288.15 394.00 
5-330 13'8" to 14'7" 664 es ee 398.00 
5-422 14'8" to 15°5" 676 298.35 408.00 
3-431 15°6" %e.26'S" ofh 301.30 412.00 
5 hho 16'6": 4617'S" 652 304.25 416.00 
5-532 I7'G" % 30*3* 7Ok 311.55 426.00 
5-541 16'S" te 19°39" 712 324.45 430.00 
5-550 19'k" to 20'3" 720 317.40 434.00 
5-642 20'k” to 212" 732 324.70 hhh 00 
5-651 2i°2" “to 22°" Tho 327.60 448.00 
5-660 22'2" to 23'1" 748 330.55 4.52.00 
5-752 23'2" to 23'9" 762 337.85 4.62.00 


* Price includes fireplace, intermediate chimney sections, exterior 
chimney housing and fireplace screen. 


ACCESSORIES 

5810 Uni-bilt Fireplace Grate 19 Lbs. & 7.97 $ 9.99 
5820 Fire Tool Set 4 Lbs. 16.37 20.00 
5840 Hearth Tile 90 Lbs. 22 .60 ‘29.00 


All prices f.o.b. St. Louis, Missouri - Subject to change without notice. 
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